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Evidence of Performance

Air permeability, Watertightness, Resistance to wind load
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Operating Testing Officer
Construction Product Testing

Prifung und Kalibrierung — EN ISO/IEC 17025
Inspektion — EN ISO/IEC 17020

Zertifizierung Produkte — EN ISO/IEC 17065
Zertifizierung Managementsysteme — EN ISO/IEC 17021
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Basis
EN 14351-1:2006+A1:2010

Test standard/s:

EN 1026:2000-06

EN 1027:2000-06

EN 12046-1:2003-11

EN 12211:2000-06
Correspond/s to the national
standard/s (e.g. DIN EN)

Test report 15-001044-PR13
(PB-A01-02-en-01) dated
01.12.2015

Representation

Instructions for use

The results obtained can be used
by the manufacturer for preparing
the Declaration of Performance
in accordance with the Construc-
tion Products Regulation
305/2011/EU. The provisions of
the applicable product standard
have to be observed.

Validity

The data and results refer solely
to the tested and described spec-
imen. Classification remains valid
as long as the product and the
above basis remain unchanged.
The results can be extrapolated
under the manufacturer's own li-
ability subject to observance of
the relevant specifications set out
by the applicable product stand-
ard. This test/evaluation does not
allow any statement to be made
on any further characteristics re-
garding performance and quality
of the construction presented, in
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